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1 0OR 2 SWITCH
CONTROL PANEL TECMA SUPPLIED
12 OR 24V (SUPPLIED) TORET SOLENOID FILTER
i VALVE SUPPLIED AN
12124V SUPPLY BREAKER = PRESSURE
4mm’ cable (up to 10m) ] f WATER
B cable (over 10m) 30 Amp Fuse 82518 gy 49 50125 16-50114 (24V) SYeTEM
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- RINSE QUT
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9-96835 “j HOSE 190008C 276806 CHROME
or
” 1%" RUBBER PUMP OUT
SANITATION HOSE 276800 BRASS
OPTIONAL | | 190118 276801 CHROME
DIVERTER

Above water level installation shown - the use of

anti-syphon valves in water inlet and outists are
recommended in below water ivel instaliations.

#" ID Hose - 3-80752
1" ID Hose - 3-80752

PLEASE NOTE: SANITATION HOSE SHOULD BE INSTALLED
S0 IT CAN BE EASILY ACCESSED AT A LATER DATE WHEN
THE BUILD 15 COMPLETEL. IT IS ADVISABLE TO REPLACE
LOW ODOUR SAMITATION HOSE EVERY 3 YEARS AND
PREMIUM RUBEBER SAMITATION HOSE EVERY 5 YEARS.
WHILST BOTH OFFER A RESISTANCE TO ODOUR
PERMEATION. HOSE WILL EVENTUALLY Al LOW ODOURS
TO PENETRATE THROUGH, DEPENDING ON
INSTALLATION DESIGM. FLUID REMAINING IN THE
PPEWORK FOR PERIODS OF TIME AND USAGE.
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